
To carry three trailers up to 57’
with one car spanning the two cars

Recommended trucks are Micro-Trains MTL #1036. Couplers can be
long extension 1019. This fits over the kingpin bush and is held on by
the truck. Body mount couplers can be used if preferred for operation on
wide radius curves. If using 1019 glue support bar casting under the
coupler shank, making sure that it clears the wheels on curves and that
the coupling swings freely.

Some suitable decals are Microscale #60-579 and #60-747
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These hitches can be used if two 45ft trailers are to be
carried per deck, otherwise place collapsed hitches hers

Etched brass drawbar now supplied
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TTEX Drawbar connected
pairs (Long Runners) or
"Triple 53". Carries three
trailers up to 53ft with center
one spanning the two cars.

TTEX-A should be flush deck
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the same

but without this hitch

“Triple 53” Deck layout

“Triple 57” Deck layout

See over for detailed
assembly  instructions
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After carefully cleaning
up the castings, glue the
steps under the ends of
the car, at each corner.

Drill a hole for the 0.3mm
wire provided for the
brake rod. (right)

Slip the cranked end of
the wire through the
hole, and secure with
super glue. A spot of
glue will hold the other
end in place.

After painting the car and
hitches, glue the hitches and
hitch supports in positions
shown on the instruction
sheet over.

Assemble the 1019 couplers as per instructions,
and lay the shank over the truck kingpin boss

The truck sits over the coupler, and holds it in
place

Shorten the spigot of the kingpin by
about one third (left). Then press into
place to secure the truck.

Place the coupler shank support
casting behind the step casting, and
pivot the coupler to be sure the
wheels do not foul the plate. When
happy with the position, glue in
place. The plate can be painted flat
black before or after fitting as de-
sired

For "Long Runner" cars, the drawbar is
now supplied as an etch with the kit
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